
 
 
 

 
PACIFIC COAST WINDSHIELD SYSTEM 

INSTALLATION INSTRUCTIONS 
 
 

A. Remove the stock windshield: 
 
 1. Remove the front grill. 
 

2. Unbolt the turnsignal/mirrors by removing the allen bolts and then carefully let 
the mirrors hang by their wires. 

 
 3. Remove the front fairing trim piece. 
 
 4. Unbolt the windshield. 
 
 5. Remove the metal brace. 
 
 6. Take off the stock windshield. 
 
 7. Remove the rubber gasket, it will not be reinstalled. 
 
 
B. Prepare your Rifle Windshield System: 
 
 1. Bolt the RIFLE windshield to the Air Balance base using the supplied nylon  
 screws/washers and locknuts. Hand tighten the shield to the base. 
 
 
C. Install your RIFLE Windshield System: 
 

1. Install the Windshield System on the fairing in exactly the same position as the 
stock windshield. 

 
2. Install the metal brace and secure loosely with the stock screw in center hole 
over the headlight. 

 
3. Temporarily install the front grill piece in the system opening and secure tightly 
with the stock screws. 
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 4. Install the 4 remaining stock windshield screws through the metal brace and  
 windshield system, and finger tighten. 
 

5. Go back to the center screw and while pushing up on the metal brace, make a 
gap between the metal brace and the metal tabs over the headlight, tighten 
center screw securely. 
Note: If you do not have a gap you will have trouble re-installing the fairing trim 
piece. 

 
6. Adjust windshield system up and down adjusting for alignment with fairing and 
clearance for top rear part of fairing trim piece. Tighten securely the remaining 4 
screws. 

 
7. Remove the grill from the system's opening and re-install the fairing trim piece. 
Be sure to align fingers of trim piece over and under little metal tabs below metal 
brace and above the headlight. Wrap trim piece up and around system and snap 
trim over fairing body, securing with stock screws. 

 
8. If you do not have enough clearance for trim to fit between system and fairing 
body, remove trim, re-install grill, loosen 4 windshield screws and readjust 
system  for clearance. 

 
 9. Re-install the grill, catching little fingers of the trim piece. 
 
 10. Install the turnsignal and mirrors.  
 
 
 
 
 
 
 
 
 
 
 
RETURNS: If you are not completely satisfied with your RIFLE product, we will refund the purchase price 
(less freight charges), subject to a 20% restocking fee for windshields and colormatched fairings. All 
claims must be made within 30 days of receipt and must be accompanied by a return authorization 
number. Reasonable claims will be honored during this time period only.  Return merchandise must be 
packaged properly, and be received in new or nearly new condition. This applies only to product 
purchased directly from Rifle.  
 
WARRANTY: RIFLE products are warranted against defects in materials and workmanship to the original 
purchaser for one year from date of purchase. Adjustments are limited to parts repair or replacement and 
do not include labor claims or shipping costs. This warranty does not cover damage or deterioration due 
to normal use, wear and tear, faulty installation or modifications by the owner. If you have a problem, call 
us first and we will try to remedy it. 
 


